
OUTLINE SAFETY WARNING: USE ONLY   WITH IN THE  ALLOWED PARAMETERS. Do not  short  circuit  or  over-load  the  battery. Charge  only  using  an  approved  charger  designed  specifically  to charge  this battery. Do not  heat  above  maximum  temperatures  
indicated. Never  crush, mutilate,  puncture  or  abuse the battery. Do not dismantle the pack or disable any of the protective devices or circuits. DO NOT USE THE BATTERY IF YOU SUSPECT IT MAY BE FAULTY OR DAMAGED.
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Data sheet / Fiche produit Data sheet / Fiche produit 

www.enix-energies.com • Date: 19/07/23 l 1/1

Ref: AML90432Data sheet / Fiche produit 

POWERTOOL BATTERY
BATTERIE OUTILLAGE ÉLECTROPORTATIF 

14,4 V 2,5 Ah

MAIN INFORMATION / INFORMATIONS GÉNÉRALES

COMPATIBLE PRODUCTS / PRODUITS COMPATIBLES*

* Non exhaustive list / Liste non-exhaustive

BRAND / MARQUE MARQUE NX

TYPE OF BATTERY TYPE DE BATTERIE compatible

TECHNOLOGY / TECHNOLOGIE TECHNOLOGIE Lithium-ion

VOLTAGE TENSION 14,4 V

CAPACITY CAPACITÉ 2,5 Ah

ENERGY  AUTONOMIE 24Wh

DIMENSIONS DIMENSIONS

• Length / Longueur 101,83 mm

• Width / Largeur 89,7 mm

• Height / Hauteur 80,5 mm

WEIGHT POIDS 334 g

PART NUMBER / PART NUMBER

BCL 1415

327728

327729

MANUFACTURER / MARQUES MARQUES MODEL / MODÈLE

HITACHI / HIKOKI

CJ14DL G14DL

C-2 UB18D

DH14DL UB18DL

DS14DAF2 WH14D

DS14DFL WH14DA

DS14DFLG WH14DAF2

DS14DL WH14DH

DS14DMR WH14DL

DS14DV WH14DM

DS14DVA WH14DMB

DS14DVB WH14DMK

DS14DVB2 WH14DMR

DS14DVB2K WH14DSL

DS14DVF WR14DH

DS14DVF2 WR14DL

DS14DVF3 WR14DM

DV14DL WR14DMB

DV14DMR WR14DMK

DV14DV WR14DMR

DV14DVA DV14DVKS


